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PP7 Pleated Panel Filter  
 
 

Filtration Class           

 

Operating Conditions 

 

 

 

      

  

  

 

 

Available Dimensions 

Product Code Dimensions (mm) 

(height, width, depth) 

Filter Area 

(m²)    
Recommended Nominal Airflow  

(m³/h) 
Initial Pressure Drop 

(Pa) 
 

PP7442 594 x 594 x 48 1.6 1,200 140 

PP7422 594 x 287 x 48 0.8 600 140 
Other dimensions available 

 

Benefits      

 

 

 

  

 

 

     Versions 

 

                                                 Initial Pressure Drop (594 x 594 x 48) 

 

Filter Class acc. to  

ISO 16890 

EN 779:2012 

Particle 

Efficiency 

Energy 

Consumption 
Energy 

Class 

ePM2.5 70% 

F7 

ePM1       55% 

ePM2.5    70% 

ePM10     85% 

> 2,000 

kWh/year 

 

E 

Medium Pleated synthetic progressive 

microfibre (pink)

Max. Humidity Resistance 100%

Max. Temperature 70°C

Recommended Final Pressure Drop 300Pa

Potential Nominal Air Flow 1.25 x nominal airflow

Fire Protection DIN 53438-3 (F1)

▪ Shatterproof synthetic fibres 

▪ Easy to handle 

▪ Suitable for limited space 

▪ Large filter area within a small frame 

▪ High dust holding capacity 

▪ Long product lifetime 

▪ Expanded metal mesh on clean air side for 

dimensional stability and performance 

▪ Frame types: cardboard, plastic or galvanised 

steel 

▪ Other sizes available on request 

▪ Available with abrasion-resistant hygiene 

gasket 

  

  


